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LATA Presence Request Form – North

	Date:
	     
	
	

	
	
	
	

	Project Number/PON:
	     
	Project ID:
	     

	

	Verizon Negotiator:
	     
	Phone No:
	     
	
	

	
	
	
	
	
	

	Verizon Account Manager:
	     
	Phone No:
	     
	
	

	

	CLEC Name:
	     
	Contact Name:
	     

	CLEC Address:
	     
	Phone No:
	     


	
	     
	Fax No:
	     

	CLEC Codes: 
	AECN:     
	          
	ACNA:
	     

	

	Option B Locations:

	Desired Locations (State)

	Check off each State where a presence is required and include OCN for each desired state

Please e-mail form to: profile.management@verizon.com.

	

	New York

132/133/134/136/138/140
	  
	OCN:
	     
	
	
	
	
	
	

	Massachusetts

126/128
	  
	OCN:
	     
	
	
	
	
	
	

	Rhode Island

130
	  
	OCN:
	     
	
	
	
	
	
	

	Connecticut

133
	  
	OCN:
	     
	
	
	
	
	
	

	

	OS/DA Branding Selection:

	Choose one only.

	
	Verizon Branding
	 FORMCHECKBOX 

	Re-Branding
	 FORMCHECKBOX 

	Unbranded
	 FORMCHECKBOX 

	


OPTION B (NY & NE Offering)

Option B will consist of the standard blocking options and the replication of Verizon call routing.

- Any of the standard Line Class Codes (LCCs) / blocking options) may be selected.

- Requires use of the Verizon OS/DA platform (branding optional).

Any request by the CLEC to change call routing or customize blocking options will require a new NDR process. 

NOTE: Results of the new NDR may require the CLEC to convert all existing line ports from Option B to Option A in order to accommodate the technical requirements of the request. Transfer of the imbedded base of line ports from the Option B ODP to the Option A ODP will require the CLEC to submit a change order (LSR) for each existing port.

LIMITATIONS/RESTRICTIONS

Only Verizon call routing 

Only standard line class codes available

Only Verizon OS/DA platform permitted

A separate form will be required for each State. The CLEC’s AECN must be established in each LATA before unbundled network elements can be provisioned in a Verizon switch. The office-dialing plan establishes the CLEC’s presence in the switch and is a precursor to provisioning all unbundled switch elements.
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