Wireless Translation Questionnaire (TQ) Form Job Aid

The following information is provided to assist Wireless Carriers with completing the Translation Questionnaire (TQ) Form.  For detailed ASR form and field usage information, please visit the Access Business Rules.  

For further assistance with TQ, visit the Adding/Deleting TQ Pages on a SUP Job Aid.

Wireless Eligibility Criteria

	REQTYP
	M

	ACT
	N

	WST
	NOT BLANK

	ACTI
	B or C


Note:  Since there is no current field for the PIC, Wireless Carriers must populate PIC information in the SAN Field of the ASR. 

ASR Requirements

	ACTI = B
	Trunk Group Augment with translation changes

	ACTI = C
	New Trunk Group – Valid when ordering a new trunk group.


	TQ Form Fields Required for Wireless 
	ACTI:  B
	ACTI:  C

	TECHCON
	(
	(

	TECHCON_TEL
	(
	(

	TGACT
	(
	(

	TTEST RESP
	(
	(

	TTESTTN
	(
	(

	TSC
	(
	

	TKSIG
	
	(

	TKSEQ
	
	(

	TGTYP
	
	(

	NDO
	
	(

	DIR
	
	(

	C.NPA/NXX
	
	( (if 1st Position of TQ =X)

	GLARE
	
	(  (if DIR=2W)

	ALT REF
	
	(  (if TGTYP = A,B,C,D)


Five fields are prohibited on the TQ Form. 

	ACIC
	CIC
	CIP
	CSP
	CCLASS


Note: The Routing Matrix Section is not applicable.

TQ Field Valid Values

	1ST Position

	W
	Wireless Translations

	X
	Wireless Translations and Code Translations Routing

	1-9
	TQ on file – Verizon does not support at this time

	2nd Position

	N
	No Trunking Form

	Y
	Trunking (Trunk Activity)

	X
	Trunking Form (No Trunk Activity)


Wireless Service Type (WST) Field Valid Values 
	A
	Dial Mobile or Paging

	B
	Manual Mobile with DA allowance

	C
	Manual Paging 

	D
	Type Dial Live Line

	E
	Type 1 Direct Inward Dial trunk

	F
	Type 2A Tandem Interconnection

	G
	Type 2B End Office Interconnection

	H
	Type 1 Trunk Side Message Toll

	J
	Type 2D Direct connection to a DA Tandem

	K
	2T Equal Access Tandem trunks

	L
	2C E911 to a selector router

	M
	EO 251/252 End Office trunks (with full NXX)

	N
	E5AX 251/252 Auxiliary trunk with basic 911, DA, OS and IC PIC

	P
	ME 251/252 Modified End Office (Land to Mobile blocks of 100's or 1000's) 

	R
	TD 251/252 Tandem trunk

	S
	TT 251/252 Transit trunk (for IC traffic)

	T
	Direct connection to an operator tandem











